Ford V8 - Harmonic Balancer identification.
	PB1008-N

PB1008-ST

Counterweight – 28.2oz/in

Counterweight on – Hub

Timing mark – 38°

Pulley location – Recessed

Number of bolt holes – 3

Length to pulley face – 3”

Ring width – 0.767”

Ring weight – 0.88 Kg 
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	PB1082-N

PB1082-ST

PB1082-SS

Counterweight – 28.2oz/in

Counterweight on – Hub

Timing mark – 62°

Pulley location – Raised

Number of bolt holes – 4

Length to pulley face – 3.35”

Ring width – 1.26”

Ring weight – 1.75 Kg
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	PB1009-N

PB1009-ST

PB1009-SS

Counterweight – 28.2oz/in

Counterweight on – Hub

Timing mark – -38°

Pulley location – Recessed

Number of bolt holes – 3

Length to pulley face – 3”

Ring width – 1.26”

Ring weight – 1.75 Kg
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	PB1084-N

PB1084-ST

PB1084-SS

Counterweight – 34.oz/in

Counterweight on – Ring
Timing mark – 28°

Pulley location – Raised

Number of bolt holes – 4

Length to pulley face – 3.96”

Ring width – 1.496”

Ring weight – 1.85 Kg
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	PB1060-N

PB1060-ST

PB1060-SS

Counterweight – 28.2oz/in

Counterweight on – Hub

Timing mark – 28°

Pulley location – Raised

Number of bolt holes – 4

Length to pulley face – 3.96”

Ring width – 1.26”

Ring weight – 1.75 Kg
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	PB1086-ST

PB1086-SS

PB1086-SX

Counterweight – N/A
Counterweight on – N/A

Timing mark – 28°

Pulley location – Raised

Number of bolt holes – 4

Length to pulley face – 3.96”

Ring width – 1.496”

Ring weight – 1.85 Kg
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	PB1070-N

PB1070-ST

Counterweight – 28.2oz/in

Counterweight on – Ring

Timing mark – 28°

Pulley location – Raised

Number of bolt holes – 4

Length to pulley face – 3.96”

Ring width – 1.905”

Ring weight – 2.02 Kg
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	PB1098-N

Counterweight – 28.2oz/in

Counterweight on – Hub

Timing mark – 35°

Pulley location – Raised

Number of bolt holes – 4

Length to pulley face – 3.96”

Ring width – 0.767”

Ring weight – 0.88 Kg
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	PB1202-N

Counterweight – 28.2oz/in

Counterweight on – Hub

Timing mark – 38°

Pulley location – Raised

Number of bolt holes – 3

Length to pulley face – 3”

Ring width – 0.767”

Ring weight – 0.88 Kg 
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	PB1214-N

PB1214-ST

Counterweight – 28.2oz/in

Counterweight on – Ring

Timing mark – 28°

Pulley location – Raised

Number of bolt holes – 4

Length to pulley face – 3.96”

Ring width – 1.2”

Ring weight – 1.75 Kg
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	PB1203-N

PB1203-ST

PB1203-SS

Counterweight – 28.2oz/in

Counterweight on – Hub

Timing mark – 38°

Pulley location – Raised
Number of bolt holes – 3

Length to pulley face – 3”

Ring width – 1.26”

Ring weight – 1.75 Kg
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	PB1463-N

PB1463-ST

PB1463-SS

Counterweight – 28.2oz/in

Counterweight on – Ring
Timing mark – 28°

Pulley location – N/A
Number of bolt holes – N/A
Length to pulley face – N/A
Ring width – 1.467”

Ring weight – 1.85 Kg
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	PB1205-N

Counterweight – 28.2oz/in

Counterweight on – Hub

Timing mark – 58°

Pulley location – Raised

Number of bolt holes – 4
Length to pulley face – 3”

Ring width – 0.767”

Ring weight – 0.88 Kg
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	PB1479-ST

PB1479-SS

PB1479-SX

Counterweight – N/A
Counterweight on – N/A
Timing mark – 60°

Pulley location – Recessed
Number of bolt holes – 3 & 4
Length to pulley face – 3”

Ring width – 1.26”

Ring weight – 1.13 Kg
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	Standard
	Bonded
	Bonded steel
	 Bonded steel high temp rubber
	Ring width
	Ring weight
	Length to pulley face
	Bolt holes
	Pulley location
	Timing mark
	Counterweight
	Counterweight on

	PB1008-N
	PB1008-ST
	
	 
	0.767"
	0.88 Kg
	3"
	3
	Recessed
	38°
	28.2 oz/in
	Hub

	PB1009-N
	PB1009-ST
	PB1009-SS
	 
	1.26"
	1.75 Kg
	3"
	3
	Recessed
	-38°
	28.2 oz/in
	Hub

	PB1060-N
	PB1060-ST
	PB1060-SS
	 
	1.26"
	1.75 Kg
	3.96"
	4
	Raised
	28°
	28.2 oz/in
	Hub

	PB1070-N
	PB1070-ST
	 
	 
	1.905"
	2.02 Kg
	3.96"
	4
	Raised
	28°
	28.2 oz/in
	Ring

	PB1082-N
	PB1082-ST
	PB1082-SS
	 
	1.26"
	1.75 Kg
	3.35"
	4
	Raised
	62°
	28.2 oz/in
	Hub

	PB1084-N
	PB1084-ST
	PB1084-SS
	 
	1.496"
	1.85 Kg
	3.96"
	4
	Raised
	28°
	34 oz/in
	Ring

	 
	PB1086-ST
	PB1086-SS
	PB1086-SX
	1.496"
	1.85 Kg
	3.96"
	4
	Raised
	28°
	0
	N/A

	PB1098-N
	 
	 
	 
	0.767"
	0.88 Kg
	3.96'
	4
	Raised
	35°
	28.2 oz/in
	Hub

	PB1202-N
	 
	 
	 
	0.767"
	0.88 Kg
	3"
	3
	Raised
	-38°
	28.2 oz/in
	Hub

	PB1203-N
	PB1203-ST
	PB1203-ST
	 
	1.26"
	1.75 Kg
	3" 
	3
	Raised
	-38°
	28.2 oz/in
	Hub

	PB1205-N
	 
	 
	 
	0.767"
	0.88 Kg
	3"
	4
	Raised
	58°
	28.2 oz/in
	Hub

	PB1214-N
	PB1214-ST
	 
	 
	1.2"
	1.75 Kg
	3.96"
	4
	Raised
	28°
	28.2 oz/in
	Ring

	PB1463-N
	PB1463-ST
	 
	 
	1.476"
	1.85 Kg
	One piece
	N/A
	One piece
	28°
	28.2 oz/in
	Ring

	 
	PB1479-ST
	PB1479-SS
	PB1479-SX
	1.26"
	1.13 Kg
	3"
	3
	Recessed
	50°
	0
	N/A


